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Lynch Products Can Be Modified to Suit Your Application
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D02 Standard Flow Series Circuit Manifold

2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
Dim. "L",1.63" spacing 3.81 5.44 7.06 8.69 10.31 11.94 13.56 15.19 16.81 18.44 20.06 21.69 23.31 24.94 26.56
est. weight in lb.- alum 4 5 7 8 9 11 12 13 15 16 17 19 20 21 23
est. weight in lb.- iron 9 13 16 20 24 27 31 34 38 41 45 48 52 56 59
Dim. "L",2.13" spacing 4.31 6.44 8.56 10.69 12.81 14.94 17.06 19.19 21.31 23.44 25.56 27.69 29.81 31.94 34.06
est. weight in lb.- alum 4 6 8 10 11 13 15 17 18 20 22 23 25 27 29
est. weight in lb.- iron 10 15 20 24 29 34 38 43 48 52 57 62 66 71 75

SHADED AREA AVAILABLE ON SPECIAL ORDER ONLY

No. of Stations

PART NUMBER SYSTEM Aluminum D02 with 1.63" Spacing & SAE Porting example: BA02GSS**SCUAAAA

TYPE MATERIAL VALVE 
PATTERN

CIRCUIT, CAPACITY & 
SPACING

Std. NO. of 
STATIONS PORT CODE MOUNTING THREADS & KIT RELIEF CAVITY

B Bar Manifold 02 to 04 UNC Std for D02 Valve 10-24 UNC x .63 dp
SAE & NPT Manifold 5/16"-18 UNC x .47 dp

Series circuit Metric Std for D02 Valve M5 x 0.80 x .63 dp
A Aluminum Standard Flow BSP* & Metric Manifold M8 x 1.25 x .47 dp
D Ductile Iron 1.63"  Std. Spacing

Series circuit
Standard Flow AAAA None

2.13"  Wide Spacing SC SAE 8 6 6 BAAA Sun T-162A

NC NPTF 1/2" 3/8" 1/4" CAAA Sun T-10A
ISO 4401-02-01 BC BSPP 1/2" 3/8" 1/4" Common

NFPA T3.5.1-D02 TC BSPT 1/2" 3/8" 1/4" C10-2
MC METRIC M18 M14 M10

CODE G

DAAA

U

M

P & T A & BTYPE

SS

ST*

02G

* ST ON SPECIAL ORDER ONLY
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(See Page 1.99.01 for Relief Cartridges)


